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(Minutes) (Stat. Miles)
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(SEE REVERSE SIDE)

(Minutes) (Stat. Miles)
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

13

6000 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
20.3 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

2:59 179
0:06 6

10:52 652  
0:20 20
9:31 571

23:48 1428

0:00 0
0:00 0
0:12 12
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:12 12

0:00
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

3004
1496 FIELD

     

Task Order 0001

12 Minutes Traffic

Friday, October 20, 2017

198
203

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at Dog River Bridge.
NE Winds 10 kts, Waves 2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

5
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
521,730

AFT13,175

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area 4

Sta 1220+00 to 1280+00

534,905

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER



CUBIC YARDS RETAINED REPORT:
(In terms of in place material ) 58
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199 19 51 32 106 4 19 161 2635
200 451 522 31 114 4 118 267 2635
201 907 937 30 122 4 107 263 2635
202 1339 1409 30 116 4 116 266 2635
203 1800 1836 30 6 117 4 111 268 2635
204 2217 2243 26 77 100 203

    
         
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

12 Minutes Traffic
 0

0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Friday, October 20, 2017
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

20
13 Crew + 2 Observers + 2 QC + 2 Boat Captain+ 1 SSHO

4100 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
45 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

0:28 28
0:08 8
4:27 267  
0:04 4
3:40 220
8:47 527

0:00 0
2:21 141
0:00 0
0:00 0
0:00 395
0:00 0
0:00 0
0:00 0
0:00 0
8:56 536

6:17 377
0:00
0:00
6:17 377

AVERAGE SPEED OF DREDGE 0:00 1440

220

680
896 FIELD

Task Order 0001

913 min @ 0% Pay -- Major-Minor Repairs -- Shipyard

Tuesday, April 24, 2018

391
392

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  S 20 kts, Waves  1-3 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

1
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,030,285

AFT2,635

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area Upriver

Sta 29+00 to 72+09+00

1,032,920

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER



CUBIC YARDS RETAINED REPORT:
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392  838 914 28 8 267 4 307    2635
393 220 220

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

913 min @ 0% Pay -- Major-Minor Repairs -- Shipyard
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Tuesday, April 24, 2018
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

20
13 Crew + 2 Observers + 2 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
45 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:37 97
0:00 0

11:46 706  
0:08 8
9:29 569

23:00 1380

0:00 0
0:00 0
0:00 0
0:00 0
0:00 60
0:00 0
0:00 0
0:00 0
0:00 0
1:00 60

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2660
1194 FIELD

AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,038,190

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

16

0

2
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,032,920

AFT5,270

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  S 10 kts, Waves  1-2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

Task Order 0001

60 min @ 0% Pay -- Minor Repairs

Wednesday, April 25, 2018

392
394

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME
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393  136 218 42 249 4 36 331    2635
394 1102 1129 27 269 4 271 571 2635
395 2024 2052 28 188 262 478

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

60 min @ 0% Pay -- Minor Repairs
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

***

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Wednesday, April 25, 2018

NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
45 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:01 61
0:00 0

10:08 608  
0:12 12

12:39 759
0:00 1440

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2399
895 FIELD

Task Order 0001

100% Day

Thursday, April 26, 2018

394
397

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1-2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

3
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,038,190

AFT7,905

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,046,095

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER
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395  67 4 71    2635
396 543 612 29 274 4 272 579 2635
397 1518 1550 32 267 4 268 571 2635
398 219

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

100% Day
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Thursday, April 26, 2018
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
45 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:29 89
0:00 0

12:04 724  
0:08 8

10:19 619
0:00 1440

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2301
795 FIELD

AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,051,365

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

16

0

2
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,046,095

AFT5,270

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1-2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

Task Order 0001

100% Day

Friday, April 27, 2018

397
399

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME



CUBIC YARDS RETAINED REPORT:
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398  52 124 32 265 4 52 353    2635
399 1026 1100 34 274 4 273 585 2635
400 2032 2055 23 185 294 502

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

100% Day
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

***

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Friday, April 27, 2018

NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES



248

DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
45 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

0:51 51
0:00 0
9:38 578  
0:30 30
9:02 542

20:01 1201

0:00 0
0:00 0
0:00 0
0:00 0
0:00 239
0:00 0
0:00 0
0:00 0
0:00 0
3:59 239

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

1317
748 FIELD

AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,056,635

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

16

0

2
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,051,365

AFT5,270

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1-2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

Task Order 0001

239 min @ 0% Pay -- Minor Repairs -- Electrical

Saturday, April 28, 2018

399
401

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME
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400  86 4 90    2635
401 600 624 24 287 4 270 585 2635
402 1609 1636 27 295 272 594

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

239 min @ 0% Pay -- Minor Repairs -- Electrical
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

***

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Saturday, April 28, 2018

NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
45 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

0:53 53
0:00 0

12:35 755  
0:12 12

10:20 620
0:00 1440

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2365
935 FIELD

Task Order 0001

100% Day

Monday, April 30, 2018

403
406

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1-2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

3
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,061,905

AFT7,905

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,069,810

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER
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404  219 4 223    2635
405 750 816 26 281 4 247 558 2635
406 1730 1757 27 255 4 269 555
407 104 104

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

100% Day
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Monday, April 30, 2018
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
45 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

0:28 28
0:00 0
4:33 273  
0:04 4
6:38 398

11:43 703

0:00 0
0:00 0
0:00 0
0:00 0
0:00 737
0:00 0
0:00 0
0:00 0
0:00 0

12:17 737

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

1149
935 FIELD

AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,072,445

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

16

0

1
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,069,810

AFT2,635

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1-2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

Task Order 0001

737 min @ 0% Pay -- Minor Repairs

Tuesday, May 01, 2018

406
407

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME
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407  240 308 28 273 4 160 465    2635
408 238 238

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

737 min @ 0% Pay -- Minor Repairs
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

***

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Tuesday, May 01, 2018

NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:27 87
0:00 0

12:51 771  
0:08 8
9:34 574
0:00 1440

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2572
1496 FIELD

Task Order 0001

100% Day

Wednesday, May 02, 2018

407
409

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  2-3 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

2
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,072,445

AFT5,270

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,077,715

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER
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408  23 54 31 264 4 23 322    2635
409 952 1023 31 270 4 270 575 2635
410 1938 2003 25 237 281 543

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

100% Day
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Wednesday, May 02, 2018
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:23 83
0:00 0
9:08 548  
0:12 12

13:17 797
0:00 1440

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

1787
561 FIELD

AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,085,620

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

16

0

3
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,077,715

AFT7,905

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  2-3 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

Task Order 0001

100% Day

Thursday, May 03, 2018

409
412

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME
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410  21 4 25    2635
411 446 510 24 269 4 261 558 2635
412 140 1430 27 257 4 260 548 2635
413 2327 2359 32 1 276 309

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

100% Day
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

***

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Thursday, May 03, 2018

NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:01 61
0:00 0

12:53 773  
1:16 76
8:50 530
0:00 1440

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

1660
935 FIELD

Task Order 0001

100% Day

Friday, May 04, 2018

412
415

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1-2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

3
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,085,620

AFT7,905

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,093,525

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER
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413  255 4 259    2635
414 834 906 32 270 38 255 595 2635
415 1849 1918 29 248 34 275 586 2635

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

100% Day
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Friday, May 04, 2018
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:10 70
0:00 0
8:54 534  
0:47 47

13:09 789
0:00 1440

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2137
561 FIELD

AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,101,430

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

16

0

2
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,093,525

AFT7,905

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1-2 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

Load 415 recorded on 5/4 daily dumping at midnight and continued 4 minutes into 5/5

Task Order 0001

100% Day

Saturday, May 05, 2018

415
417

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME
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416  423 454 31 276 38 259 604    2635
417 1422 1451 29 258 5 254 546 2635

0

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

100% Day
 Load 415 recorded on 5/4 daily dumping at midnight and continued 4 minutes into 5/5

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

***

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Saturday, May 05, 2018

NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES
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DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:28 88
0:00 0

13:13 793  
0:12 12
9:07 547
0:00 1440

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2170
561 FIELD

Task Order 0001

100% Day

Sunday, May 06, 2018

417
420

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

3
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,101,430

AFT7,905

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,109,335

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER



CUBIC YARDS RETAINED REPORT:
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418  27 27 258 4 289    2635
419 900 933 33 277 4 251 565 2635
420 1844 1912 28 258 4 270 560 2635

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

100% Day
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Sunday, May 06, 2018



257

DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:22 82
0:00 0
9:24 564  
0:37 37

12:31 751
23:54 1434

0:00 0
0:00 0
0:00 0
0:06 6
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:06 6

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2518
748 FIELD

AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,114,605

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

16

0

2
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,109,335

AFT5,270

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

Task Order 0001

6 min @ 70% Pay -- Traffic

Monday, May 07, 2018

420
422

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME
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421  401 430 29 281 33 241 584    2635
422 1354 1420 26 279 4 250 559 2635
423 2329 2356 27 4 260 291

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

6 min @ 70% Pay -- Traffic
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

***

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Monday, May 07, 2018

NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES



258

DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

1:00 60
0:00 0

13:00 780  
0:12 12
9:27 567

23:39 1419

0:00 0
0:00 0
0:00 0
0:12 12
0:00 0
0:00 0
0:00 0
0:00 0
0:09 9
0:21 21

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

2131
748 FIELD

Task Order 0001

12 min @ 70% Pay -- Traffic

Tuesday, May 08, 2018

422
425

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

9 min @ 0% Pay -- Loading Stores

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1440
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

3
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,114,605

AFT7,905

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,122,510

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER



CUBIC YARDS RETAINED REPORT:
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423  256 4 260    2635
424 836 905 29 265 4 250 548 2635
425 1755 1826 31 259 4 246 540 2635
426 71 71

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

12 min @ 70% Pay -- Traffic
 9 min @ 0% Pay -- Loading Stores

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Tuesday, May 08, 2018



259

DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

0:56 56
0:00 0
4:56 296  
0:04 4
7:05 425

13:01 781

3:49 229
2:43 163
0:00 0
0:30 30
0:00 237
0:00 0
0:00 0
0:00 0
0:09 9

11:08 668

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

1861
822 FIELD

AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,125,145

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

16

0

1
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,122,510

AFT2,635

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 1449
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

629 min @ 0% Pay -- Fuel Day

Task Order 0001

30 min @ 70% Pay -- Traffic

Wednesday, May 09, 2018

425
426

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME



CUBIC YARDS RETAINED REPORT:
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426  304 332 28 272 4 184 488    2635
427 2308 2336 28 24 241 293

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

30 min @ 70% Pay -- Traffic
 629 min @ 0% Pay -- Fuel Day

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

***

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Wednesday, May 09, 2018

NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES



260

DISTRICT DREDGE

EXACT LOCATION OF WORK DATE
Mobile Harbor Ship Channel, Mobile AL

19
13 Crew + 2 Observers + 1 QC + 2 Boat Captain+ 1 SSHO

4300 FT 4387 CU YDS
400 FT 1.045 0 CU YDS
43 Sta. MILE 1.006 0 CU YDS

Today:
Previous Total

Prev: 8/4/2017
To Date:

0:00 0
0:00 0
3:57 237  
0:30 30
0:00 0
4:27 267

0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:00 0
0:09 9
0:09 9

0:00 0
0:00
0:00
0:00 0

AVERAGE SPEED OF DREDGE 0:00 1440

220

1861
822 FIELD

Task Order 0001

Thursday, May 10, 2018

426
427

    MAJOR REPAIRS AND ALTERATIONS
    CESSATION
    COLLISIONS
    TOTAL LOST TIME

(SEE REVERSE SIDE)

                      GAGE:  NOAA  tide gauge at State Docks.
Winds  light and variable, Waves  1 ftAGITATING WEATHER:

GALS OF FUEL OIL CONSUMED
GALS OF WATER CONSUMED

LOADING

ENG FORM 27A, Apr 73 REPLACES COST FORM 27A, 1 SEP 63, WHICH MAY BE USED.

REMARKS:

SUBMITTED BY:

TOTAL TIME IN PERIOD 276
MINUTES RADAR IN USE
TIDE DATA WAS OBTAINED BY MEANS OFFEET / MINUTE

    MISCELLANEOUS
    TOTALS
LOST TIME

    LOSS DUE TO TRAFFIC AND BRIDGES
    MINOR OPERATING REPAIRS
    TRANSFERRING BETWEEN WORKS
    LAY TIME

NON-EFFECTIVE WORKING TIME
    TAKING ON FUEL AND SUPPLIES
    TO AND FROM ANCHORAGE
    LOSS DUE TO NATURAL ELEMENTS

    TO DUMP
    DUMPING
    TO CUT
    TOTALS

EFFECTIVE WORKING TIME
    PUMPING
    TURNING

DISTRIBUTION OF TIME
AGITATING
(Minutes)

DREDGING AND HAULING
(Minutes)

MILES RUN
(Stat. Miles)

WORK PERFORMED AVG

DISPOSAL AREA

DRAFT FOR LOAD NO

8 16
LIGHT LOADED

FORWARD
16

0

1
DRAG DEPTH
INDICATORS LAST CHECKED ON

Mobile 102-SW
1,125,145

AFT2,635

GAS INJECTORS USED0

10

DREDGING AND HAULING AGITATING
TOT CU YDS

0
TOT CU YDSNO OF LOADS

REPORTS CONTROL SYMBOL
ENGCW-0-13 REPORT:

M / V COLUMBIA

DAILY REPORT OF OPERATIONS - HOPPER DREDGES

AV LENGTH OF CUT

W91278-17-D-0092

U.S. ARMY COE, MOBILE DISTRICT

IDIQ Rental of Hopper Dredge and Attendant Plant

MAINTENANCE

NEW WORK
Dredge Area Upriver
Sta 29+00 to 72+09

1,127,780

AV DIST TO DUMP
NAVIGATION AND OTHER DREDGING AIDS: (Describe and include statement on adequacy and recommendations.)

NUMBER OF PERSONS IN CREW

HOPPER CAPACITY

gms/liter
AV VOL OF BIN WATER
AV UNFILLED CAPACITY

RADAR, DIGITAL GYRO COMPASS INTERFACED WITH DIFFERENTIAL GPS, DISPLAYED WITH HYPACK

gms/literAV WIDTH OF CUT
CHARACTER OF MATERIAL

DENSITY OF MATERIAL
DENSITY OF WATER



CUBIC YARDS RETAINED REPORT:
(In terms of in place material ) 260
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427  237 30 267    2635

    
        
           
            
            
          
            
          
           
          
          
            
           
          

  
     
     
     

AVERAGE

PUMPING TIME  (MINUTES ) ECONOMIC LOAD  (Cu . Yds.. ) TEST LOAD No. DATE OF TEST

0
 0

0
0

*  WHEN LOAD IS DREDGED WITH HOPPERS UNWATERED, INDICATE BY LETTER "U"
**

*** NOT NECESSARY WHEN MEASURING LOAD BY YARDAGE METER 

ECONOMIC LOAD DATA

REMARKS

NOTE:

MID-DEPTH
SAMPLES

BREAKDOWN OF LOADS DREDGED AND HAULED
U

N
W

AT
ER

ED
LO

A
D

 N
o.

TIME PUMP MINUTES

TOTAL CUBIC YARDS RETAINED = SETTLED SOLIDS + SUSPENDED SOLIDS - BIN WATER SOLIDS OR DETERMINED DIRECTLY 
BY YARDAGE METER

Thursday, May 10, 2018


